
Mâts de pavoisement / Flag columns

Acier / Steel Mâts de pavoisement / Flag columns

Hauteur / Height Forme / Shape Drisse / Halyard Scellements / Anchor Bolts
Entraxes /
Dist. Holes

m Octogonale / Octogonal
Cylindro-conique /

Round conical
mm mm x mm

6 à 9 AE1.PAV
CONCERTO.PAV

Intérieure ou extérieure /
Internal or external

4 x JT M18 x 400 300 x 300
10 à 12 AE2.PAV

Drisse extérieure en standard / External halyard as standard

Drisse intérieure avec pommeau de renvoi en option / Inner halyard with optional return knob



145

Les mâts de pavoisement ont une section octogonale ou cylindrique en acier.

Ils sont galvanisés pour l’acier et suivant demande revêtus en peinture poudre thermo-durcissable polyester selon le nuancier RAL. 

Ces mâts possèdent en fonction des besoins une drisse intérieure ou extérieure.

La pose est identique aux mâts d’éclairage. Se reporter à la page 17

The flagpoles have an octagonal or cylindrical section in steel. 

They are galvanized for steel and, upon request, coated with polyester powder paint 

according to the RAL color chart.  

These columns have an internal or external halyard according to the needs.  

The installation is identical to the lighting poles. See page 17.

Drisse externe / External halyard

Drisse interne / Internal halyard
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