Mats cylindro-conique droits / Round conical columns
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Type de méat
Type of column

Prelude

Prelude KCCE s 0,5 m

Prelude KCCEs 1 m

Surface maximale admissible - Maximum allowable surface area

Prelude KCCE s 1,5 m

Données techniques
Data sheet
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Type de méat
Type of column

Prelude KCCEY s 1 m

Prelude KCCEY s 1,6 m

Données techniques
Data sheet

*Massif béton aux E.L.U (formule d’Andrée et Norsa) / Indicative concrete block to U.L.S (Andree and Norsa formula) : Ces dimensions ne sont données qu’a titre indicatif. Elles n’engagent en aucun cas la responsabilité de GHM. Le massif doit étre dimensionné

avec ses armatures par un bureau d'étude Génie Civil / The quoted dimensions of foundation are given for information only. These results do not bind the GHM \iabi\'r_tx, The armed block must be checked by a civil engineering research consultancy.




PRELUDE, PRELUDE KCCE pu

Avec crosses KCCE tubulaires @ 60 mm / With KCCE tubular brackets & 60 mm

Crosse / Bracket Crosse / Bracket Crosse / Bracket
KCCE simple T 12 double T 12

Mats cylindriques
et cylindro-coniques
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* 1 0,10m pour saillie de 0,50m
0,20m pour saillie de 1,0m et 1,50m

* 1 0,70m to outreach of 0,50m
0,20m to outreach of 1,0m and 1,50m
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